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EXISTING A.C. i T SEE DETAIL 1
A 6” MINIMUM TYPE 2> 8" THK. CONC. SLAB.
MIN. CLASS B AGGREGATE W/ #4 REBAR @ 12" O.C.
BASE COMPACTED TO  EACH WAY
COMPACT SUBGRADE SOILS TO 95% DRY DENSITY
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#4 REBAR @ NOTES:
127 0.C. EW. /\ TYPE C JOINT SEALERS SHALL BE HOT POURED SUPER
SEAL 444 OR EQUAL.
DETAIL 1

A\ FIBER—REINFORCED PORTLAND CEMENT CONCRETE (P.C.C.)
SHALL HAVE THE FOLLOWING CHARACTERISTICS: 4000 PSI/
MIN. COMPRESSIVE STRENGTH @ 28 DAYS, MIN. 6 SACKS
OF CEMENT PER CUBIC YARD WITH A MAX. WATER/CEMENT
RATIO OF 0.45, AIR ENTRAINMENT 6% +£1.5%, SLUMP AT
1 70 4 INCHES. ALL MATERIALS SHALL CONFORM TO
SSPWC SECTION 202. POLYPROPYLENE FIBERS SHALL BE
ADDED TO THE P.C.C. PER THE MANUFACTURER'’S

RECOMMENDATIONS.
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